FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L140/ LDC (Polar)

Luminaire: PAS-NGL-GL-400A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L140/LDC (Linear)

Luminaire: PAS-NGL-GL-400A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L140/ Luminance Diagram

Luminaire: PAS-NGL-GL-400A-L140
Lamps: 1 x LED
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C270 C90
200000
500000
C315 co cas
cd/m?2
g=550° ——g=650° ——g=750°
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L140/ Cone Diagram

Luminaire: PAS-NGL-GL-400A-L140
Lamps: 1 x LED
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/ \ £(0°) 155
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23.42 E(C90) 443° 13

12.0 129.49 E(C0) 79.5° 0
E(0°) 9

31.23 E(C90) 443° 7

16.0 172.66 E(C0) 795° 0
E(0°) 25

39.03 E(Co0) 443° 5

20.0 215.82 E(C0) 795° 0
Distance [m] Cone Diameter [m] Hluminance [Ix]

CO0 - C180 (Half-value Angle: 159.0°)
—— €90 - C270 (Half-value Angle: 88.6°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L120/ LDC (Polar)

Luminaire: PAS-NGL-GL-400A-L120
Lamps: 1 x LED

105° 105°
90° 90°
75° 75°
60° 60°
160
45° 45°
240
30° 15° 0° 15° 30°
cd/kim
C0-C180 ——C90 - C270

www.nextgenerationled.eu Page 5



PA

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L120/LDC (Linear)

Luminaire: PAS-NGL-GL-400A-L120
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L120/ Luminance Diagram

Luminaire: PAS-NGL-GL-400A-L120
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L120/ Cone Diagram

Luminaire: PAS-NGL-GL-400A-L120
Lamps: 1 x LED

E(0°) 818
4.0 - 14.98 E(C0) 619° 43
” \
E(0°) 205
8.0 29.97 E(C0) 61.9° 11
E(0°) 91
12.0 44.95 E(C0) 619° 5
E(0°) 51
16.0 59.93 E(C0) 619° 3
E(0°) k¢
20.0 74.91 E(C0) 619° 2
Distance [m] Cone Diameter [m] Illuminance [Ix]

CO - C180 (Half-value Angle: 123.8°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L60 / LDC (Polar)

Luminaire: PAS-NGL-GL-400A-L60
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L60 / LDC (Linear)

Luminaire: PAS-NGL-GL-400A-L60
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L60 / Luminance Diagram

Luminaire: PAS-NGL-GL-400A-L60
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-400A-L60/ Cone Diagram

Luminaire: PAS-NGL-GL-400A-L60
Lamps: 1 x LED

E(0°) 1728
4.0 6.16 E(C0) 37.6° 433
E(0°) 432
8.0 12.32 E(C0) 376° 108
E(0°) 192
12.0 18.48 E(C0) 376° 48
E(0°) 108
16.0 24.64 E(C0) 376° 27
E(0°) )
20.0 30.80 E(C0) 376° 17
Distance [m] Cone Diameter [m] Illuminance [Ix]

CO - C180 (Half-value Angle: 75.2°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L140 / LDC (Polar)

Luminaire: PAS-NGL-GL-270A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L140/LDC (Linear)

Luminaire: PAS-NGL-GL-270A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L140/ Luminance Diagram

Luminaire: PAS-NGL-GL-270A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L140/ Cone Diagram

Luminaire: PAS-NGL-GL-270A-L140
Lamps: 1 x LED

E(0°) 419

/ 7.81 \ E(C90) 443° 77

4.0 43.16 E(C0) 795° 2

/ \ £(0°) 105

/ 15.61 E(CO0) 443° 19

8.0 86.33 \ E(C0) 795° 0
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E(0°) 47

23.42 E(C90) 443° 9

12.0 129.49 E(C0) 79.5° 0

E(0°) 26

31.23 E(C90) 443° 5

16.0 172.66 E(C0) 795° 0

E(0°) 17

39.03 E(C90) 443° 3

20.0 215.82 E(C0) 795° 0

Distance [m] Cone Diameter [m] Hluminance [Ix]

CO0 - C180 (Half-value Angle: 159.0°)
—— €90 - C270 (Half-value Angle: 88.6°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L120/ LDC (Polar)

Luminaire: PAS-NGL-GL-270A-L120
Lamps: 1 x LED
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PA

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L120/LDC (Linear)

Luminaire: PAS-NGL-GL-270A-L120
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L120/ Luminance Diagram

Luminaire: PAS-NGL-GL-270A-L120
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L120/ Cone Diagram

Luminaire: PAS-NGL-GL-270A-L120
Lamps: 1 x LED

e
_
/ E(0°) 552
4.0 - 14.98 E(C0) 61.9° 29
” \

E(0°) 138

8.0 29.97 E(C0) 61.9° 7
E(0°) 61

12.0 44.95 E(C0) 619° 3
E(0°) 35

16.0 59.93 E(C0) 619° 2
E(0°) 2

20.0 74.91 E(C0) 61.9° 1
Distance [m] Cone Diameter [m] Illuminance [Ix]

CO - C180 (Half-value Angle: 123.8°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L60 / LDC (Polar)

Luminaire: PAS-NGL-GL-270A-L60
Lamps: 1 x LED
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45° 450
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640
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L60 / LDC (Linear)

Luminaire: PAS-NGL-GL-270A-L60
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L60 / Luminance Diagram

Luminaire: PAS-NGL-GL-270A-L60
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-270A-L60/ Cone Diagram

Luminaire: PAS-NGL-GL-270A-L60
Lamps: 1 x LED

E(0°) 1166

4.0 6.16 E(C0) 37.6° 292
E(0°) 292

8.0 12.32 E(C0) 376° 73

A\

\ E(0°) 130

12.0 18.48 E(C0) 376° k)
E(0°) 73

16.0 24.64 E(C0) 376° 18
E(0°) 47

20.0 30.80 E(C0) 376° 12
Distance [m] Cone Diameter [m] Illuminance [Ix]

CO - C180 (Half-value Angle: 75.2°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L140 / LDC (Polar)

Luminaire: PAS-NGL-GL-210A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L140/LDC (Linear)

Luminaire: PAS-NGL-GL-210A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L140/ Luminance Diagram

Luminaire: PAS-NGL-GL-210A-L140
Lamps: 1 x LED

C225 C180 C135
C270 C90
80000
120000

200000 /
240000
C315 co C45
cd/m?2
g=550° ——g=650° ——g=750°
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L140/ Cone Diagram

Luminaire: PAS-NGL-GL-210A-L140
Lamps: 1 x LED

A
E(0°) 326
/ 7.81 \ E(C90) 443° 60
4.0 43.16 E(C0) 795° 1
/ \ e o
/ 15.61 E(C90) 443° 15
8.0 86.33 \ E(C0) 795° 0

7
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E(0°) 36
23.42 E(C90) 443° 7
12.0 129.49 E(C0) 79.5° 0
E(0°) 20
31.23 E(C90) 443° 4
16.0 172.66 E(C0) 795° 0
E(0°) 13
39.03 E(C90) 443° 2
20.0 215.82 E(C0) 795° 0
Distance [m] Cone Diameter [m] Illuminance [Ix]

C0 - C180 (Half-value Angle: 159.0°)
—— (€90 - C270 (Half-value Angle: 88.6°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L120/LDC (Polar)

Luminaire: PAS-NGL-GL-210A-L120
Lamps: 1 x LED
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PA

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L120/LDC (Linear)

Luminaire: PAS-NGL-GL-210A-L120
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L120/ Luminance Diagram

Luminaire: PAS-NGL-GL-210A-L120
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L120/ Cone Diagram

Luminaire: PAS-NGL-GL-210A-L120
Lamps: 1 x LED

e
_
/ E(0°) 430
4.0 - 14.98 E(C0) 61.9° 23
” \

E(0°) 107

8.0 29.97 E(C0) 61.9° 6
E(0°) 48

12.0 44.95 E(C0) 619° 3
E(0°) 27

16.0 59.93 E(C0) 61.9° 1
E(0°) 17

20.0 74.91 E(C0) 61.9° 1
Distance [m] Cone Diameter [m] Illuminance [Ix]

CO - C180 (Half-value Angle: 123.8°)

www.nextgenerationled.eu
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L60 / LDC (Polar)

Luminaire: PAS-NGL-GL-210A-L60
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L60/ LDC (Linear)

Luminaire: PAS-NGL-GL-210A-L60
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L60 / Luminance Diagram

Luminaire: PAS-NGL-GL-210A-L60
Lamps: 1 x LED

C225 C180 C135

C270 C90
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-210A-L60/ Cone Diagram

Luminaire: PAS-NGL-GL-210A-L60
Lamps: 1 x LED

E(0°) 907

4.0 6.16 E(C0) 37.6° 227
E(0°) 227

8.0 12.32 E(C0) 376° 57

A\

\ E(0°) 101

12.0 18.48 E(C0) 376° 25
E(0°) 57

16.0 24.64 E(C0) 376° 14
E(0°) 36

20.0 30.80 E(C0) 376° 9
Distance [m] Cone Diameter [m] Illuminance [Ix]

CO - C180 (Half-value Angle: 75.2°)

www.nextgenerationled.eu
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-180A-L140/LDC (Polar)

Luminaire: PAS-NGL-GL-180A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-180A-L140/LDC (Linear)

Luminaire: PAS-NGL-GL-180A-L140
Lamps: 1 x LED
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-180A-L140/ Luminance Diagram

Luminaire: PAS-NGL-GL-180A-L140
Lamps: 1 x LED

C225 C180 C135

C270 C90
160000
200000
C315 co cas
cd/m?2
g=550° ——g=650° ——g=750°
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-180A-L140/ Cone Diagram

Luminaire: PAS-NGL-GL-180A-L140
Lamps: 1 x LED

©
E(0°) 279
/ 7.81 \ EC90) 443° 51
4.0 43.16 E(co) 795° 1
/ \ e .
/ 15.61 E(C90) 443° 13
8.0 86.33 \ E(C0) 79.5° 0

7
|/

E(0°) 31
23.42 E(C90) 443° 6
12.0 129.49 E(C0) 79.5° 0
E(0°) 17
31.23 E(C90) 443° 3
16.0 172.66 E(C0) 79.5° 0
E(0°) 11
39.03 E(C90) 443° 2
20.0 215.82 E(C0) 795° 0
Distance [m] Cone Diameter [m] Illuminance [Ix]

C0 - C180 (Half-value Angle: 159.0°)
—— (€90 - C270 (Half-value Angle: 88.6°)
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FPAsystems

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-180A-L120/LDC (Polar)

Luminaire: PAS-NGL-GL-180A-L120
Lamps: 1 x LED
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PA

PAS-NGL MULTIFUNCTIONAL LIGHTING DISTRIBUTION

PAS-NGL-GL-180A-L120/LDC (Linear)

Luminaire: PAS-NGL-GL-180A-L120
Lamps: 1 x LED
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