
ROLLER
DOWNLIGHT 

n  Lifespan L70B10: 100.000 hours
n  Mounting: surface or suspended
n  If needed angles can range from 0° to 45°, 

on special request, it is possible to change 
the angle individually

n  Available in three diameters
n  DALI in option
n  Standard color: white or black, any RAL color 

possible
n  Powder coated aluminum body
n  Protection Class: I
n  Warranty: 5 years
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Properties

Application
Commercial buildings, offices, confe-
rence rooms, hotels, restaurant, public 
utility buildings, corridors, ...
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Specifications

ROLLER		  Small	 Medium	 Large
Power		  11W	 15W, 22W	 34W
Luminous intensity (Lm)		 1000lm           1500lm, 2100lm	 3000lm
Power factor (Pf)	      	                        	 0.99	
Power supply		                	 220-240 V / 50 Hz
Beam angle		                      	 78° SUPER DIFFUSION (sD)
Color rendering index	  	                             	 85/90
Color temperature                       	                          	 4000K
Ambient temperature		                    	 0°C to +35°C
Ambient humidity		                          	 20~80%
Dimension (ØxH)[mm]		  158x80	 218x80	 238x80
Weight[kg]		  1.3	 2.0	 2.3

IP44 IK07



REFERENCE	 WATT	                    BEAM ANGLE	 COLOR	 WARRANTY	 DIMMABLE

125-0860	 11 W	 78°	 4000 K	 5 y	 NO
125-0861	 15 W	 78°	 4000 K	 5 y	 NO
125-0862	 22 W	 78°	 4000 K	 5 y	 NO
125-0863	 34 W	 78°	 4000 K	 5 y  	 NO
125-0864	 15 W	 78°	 4000 K	 5 y 	 DALI
125-0865	 22 W	 78°	 4000 K	 5 y 	 DALI
125-0866	 34 W	 78°	 4000 K	 5 y	 DALI
125-0867		 Suspension wire for Roller 1M (3wires)	
125-0868		 Suspension wire for Roller 3M (3wires)
125-0869	               11 W 5° INCLINATION	 78°	 4000 K	 5 y	 NO	
125-0870	               11 W 45° INCLINATION	 78°	 4000 K	 5 y	 NO
125-0871	               15 W 5° INCLINATION	 78°	 4000 K	 5 y	 NO
125-0872	               15 W 45° INCLINATION	 78°	 4000 K	 5 y	 NO
125-0873	               22 W 5° INCLINATION	 78°	 4000 K	 5 y	 NO
125-0874	               22 W 45° INCLINATION	 78°	 4000 K	 5 y	 NO
125-0875	               34 W 5° INCLINATION	 78°	 4000 K	 5 y	 NO	
125-0876	               34 W 45° INCLINATION	 78°	 4000 K	 5 y	 NO
125-0877	               15 W 5° INCLINATION	 78°	 4000 K	 5 y	 DALI
125-0878	               15 W 45° INCLINATION	 78°	 4000 K	 5 y	 DALI
125-0879	               22 W 5° INCLINATION	 78°	 4000 K	 5 y	 DALI
125-0880	               22 W 45° INCLINATION	 78°	 4000 K	 5 y	 DALI
125-0881	               34 W 5° INCLINATION	 78°	 4000 K	 5 y	 DALI
125-0882	               34 W 45° INCLINATION	 78°	 4000 K	 5 y	 DALI
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